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PDF USB Temperature Data logger 32000 Points Elitech RC-5+
 Reference:  
 Condition: 
 New product
Brand: Elitech

Elitech RC-5+ USB temperature data logger features a plug-and-play USB port interface and allows for faster access to data collected in any cold chain management process. This could be used in pharmaceuticals, food, life science, cooler boxes, medical cabinets, fresh food cabinets, freezer or laboratories. FREE traceable calibration certificate +40°C, 0°C, -20°C.
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69,00€ tax excl.










 Quantity        
 The minimum purchase order quantity for the product is 1
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2 point Certificates
3 point Certificates
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 More info
Key Features:
	Temperature monitoring
	Temperature	Range -30℃ to 70℃ (-22℉ to 158℉)
	Resolution 0.1°C,
	Accuracy ±0.5℃/0.9℉(-20℃ to 40℃);  otherwise ±1℃/1.8℉ (other)


	Other technical data	Memory capacity: 32000 readings
	Visual alarms if limits exceeded
	LCD display
	Programmable from PC
	Selectable data sampling rate
	User programmable visual alarms
	FREE traceable calibration certificate +40°C, 0°C, -20°C
	Calibration optional other range
	Complete with Windows® compatible software, USB interface,and batteries



Areas of application:
	Health:	Hospitals
	Pharmacies
	Transport of drugs, blood


	Food sector:	Restaurants
	Hotels
	Catering 
	Food industry
	Food transport


	Other sectors	Museums
	Libraries



Different from the normal USB temperature data logger, the RC-5+ temperature data logger has two types of alarms--single and cumulative alarm.
Its robust and compact design satisfies the dynamic demands in any sensitive storage and transportation system. It records real time temperature that is stored in non-volatile memory for access via the USB port.
PASSWORD PROTECTION FOR PDF REPORT: Data could be queried, saved, printed and exported in Word/Excel/TXT /PDF format. More important, the RC-5+ USB data logger can generate PDF report automatically and support password protection for PDF report which can help the user to protect the data.
AUTOMATIC BACKUP: Connect the RC-5+ to the computer, PDF report will be uploaded to database which is very convenient to search the history of recordings.
REUSE: Elitech RC-5+ USB data logger can be used repeatedly, different from the single-use data logger, which can cut your costs.
FACTORY DEFAULT PARAMETER SETTING: You can use the data logger after booting, no need to install software.
Note: If you select Accredited Calibration Certificate (IPAC) when purchasing this product, click the Product Customization TAB and fill in the second field (TEXT - Required temperature calibration points.) with the respective required points or simply attach a copy of a calibration certificate.
Our series consists of a comprehensive range of portable data-loggers utilising the latest in electronic technology. 

We offer the customer the choice of either blind data-loggers or data-loggers with a LCD display. Other options include internal and external temperature sensor/probe The external probes can be either fixed or detachable.
IP Rating
An IP rating, also known as "International Protection" or "Ingress Protection" rating, is a value assigned to a product that determines its susceptibility to ingress from solids and liquids. The first numeric digit relates to the level of protection against solid objects, and the second numeric digit indicates the level of protection against liquid ingress. Click for a table of IP Rating values.

Table of IP rating values
IP65 - No ingress of dust (6); Protection from water ingress: Low pressure jets of water (5).
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  PDF USB Temperature Data logger 32000 Points Elitech RC-5+
Brand: Elitech

Elitech RC-5+ USB temperature data logger features a plug-and-play USB port interface and allows for faster access to data collected in any cold chain management process. This could be used in pharmaceuticals, food, life science, cooler boxes, medical cabinets, fresh food cabinets, freezer or laboratories. FREE traceable calibration certificate +40°C, 0°C, -20°C.
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